
 
 

 

 
 

 
                                         

 
 
 
The scheme is the final Phase of St James’s Onese8 development; it includes a 90 bed Travelodge 
hotel, 2 retail units and 103 apartments consisting of 72 private units, 20 live/work units and 11 
shared ownership units. 
  
The project started on site in July 2010. The hotel is due for completion in January 2012 and the 
residential apartments in May 2012. 
 
The building façade will be brick, insulated render and high pressure laminate cladding with U-PVC 
double glazed windows. On the roof will be PV cells which will generate electricity to be used for 
landlord services. Any additional energy generated will be exported back to the Grid. All external 
materials used on the building will have EMAS / ISO14001 / FSC / PEFC or a similar responsibly 
sourced certification. 
 
Although situated on general bus routes 47, 225 and 53, the Docklands Light Railway is the main 
mode of transport. Deptford Bridge DLR station is two minutes away, from which trains to Bank take 
just 24 minutes. The nearest overland rail station is St Johns, just six minutes from the Manhattan 
Apartments, where a train to London Bridge will take just eight minutes. For car travel there is easy 
access from the Manhattan Apartments to the A2 and the A20. For international travel, London City 
Airport is less than 40 minutes away, and Gatwick is reachable in less than 60 minutes, Stansted and 
Heathrow will take around 90 minutes. 
 



 
 

 

 
 

                
 

      
 

 
 

Technical Specifications 
 
BREEAM Rating and Score (Design stage certified RHC-MES-MS22-1): Excellent 
The Key innovative and low impact design features of the building: PV panels on roof, gas fired CHP 
Basic Building cost - £1549.91/m2 
Services costs - £324.52/m2 
External works - £100/m2 
Gross floor area - 2875m2 
Total area of site – 0.29 hectares 
Function areas and their size – 0m2 
Areas of circulation – 490.5m2 
Areas of storage – 190.5m2 
% area of grounds to be used by the community – 0% 
% area of building to be used by the community – 0% 
Predicted electricity consumption 602,000 kWh/yr 
Predicted fossil fuels consumption 265,000 kWh/yr 
Predicted renewable energy generation - 264,046kWh/year 
Predicted water use - 59,130L (59m3) per bedroom/year 
% predicted water use to be provided by rainwater or grey water - 0% 
 
 



 
 

 

 
 

 
 
During the construction process step have been taken to reduce environmental impacts by minimising the 
waste sent to landfill by:  

·  Reducing wastage through good design, procurement and construction processes  
·  Re-using waste either on site or off site where practical 
·  Maximising the recycling of waste and use of recycled materials 
·  Proactive monitoring of waste streams and management practices to facilitate continual 

improvement 
·  Reducing packaging through supplier tendering process 
·  All visitors to site also have to sign the green travel document which keeps track of how people travel 

to site. i.e. Public transport, cycle, walk or car 
 
A list of any social or economically sustainable measures achieved/piloted: PV cells on roof to generate 
electricity 
 
 
 
The hotel is due to open for business on 2nd February 2012. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

 

 
 

How the Project is progressing 
 
 
May - September 2010 
Pre-construction period. 
 
September 2010 
Piling commences on site. 
 
October 2010 
The main crane is erected in the centre of the site. 

 
 
November / December 2010 
Piling works were successfully completed. Heavy snow caused some delays to the concrete frame towards 
the end of the month. 

 
 
March 2011 
The concrete frame is progressing well. Bathroom pods are also arriving on site to be craned into position. 

    
 
June 2011 
Brickwork, insulated render, high pressure laminate cladding, door and windows on the elevation behind the 
scaffolding. Internal fit out is underway. 

    



 
 

 

 
 

 
August 2011 
The main site crane was dismantled and removed from site. The scaffolding is coming down as the elevation 
is being completed.  

    
 
September 2011 
The PV panels were installed on the roof of Brooklyn and Hudson Buildings. 

    
 
November 2011 
Elevation progress photos 

       
 
ecember 2011 
Partial completion of the courtyard landscape - the ramp and steps have been installed and 3 hawthorn trees 
planted. The exterior of the hotel, plant room and 90 bedrooms are all complete, final works to the ground 
floor are being undertaken. 

          
 
 
 
 
 



 
 

 

 
 

 
 
January 2012 
The enhanced landscape between Brooklyn Building and Nevada Building (Phase 1) is almost complete. 
Work on the courtyard water feature is also underway. 

       


